
E-STAR® HIPERFORM® EVC CONDENSING UNIT

Length (in) Width (in) Height (in) Approximate Weight 
(lb)

Horsepower Available 
(hp)

Electrical 
Characteristics•

40.1 30.4 31.5 340

3.5
208-230/60/1
208-230/60/3

460/60/3

5**

208-230/60/1
208-230/60/3

460/60/3
575/60/3***

46.5 33.5 42.5 540
7.5

208-230/60/3
460/60/3

9
460/60/3

575/60/3***

DIGITAL E-STAR® HIPERFORM® EVC CONDENSING UNIT

Length (in) Width (in) Height (in) Approximate Weight 
(lb)

Horsepower Available 
(hp)

Electrical 
Characteristics•

40.1 30.4 31.5 340 5

208-230/60/1
208-230/60/3

460/60/3
575/60/3***

*Contact your Mueller® representative for electrical characteristics available for each model.
**Available as Digital HiPerform E-Star with EVC.
***230 volt/60 hertz fan motor circuit.

*Contact your Mueller® representative for electrical characteristics available for each model.
**Available as Digital HiPerform E-Star with EVC.
***230 volt/60 hertz fan motor circuit.

contact@paulmueller.com
1-800-MUELLER | PAULMUELLER.COM

©2024 Paul Mueller Company | 2411251311r-DFE



E-STAR® OE CONDENSING UNIT

Length (in) Width (in) Height (in) Approximate Weight 
(lb)

Horsepower Available 
(hp)

Electrical 
Characteristics•

40.1 30.4 31.5 358 3.5

200–220/50/1
208–230/60/1
200–240/50/3
208–230/60/3

40.1 30.4 31.5 358 3.5

200–220/50/1
208–230/60/1
200–240/50/3
208–230/60/3

460/60/3

46.5 33.5 42.5 450 7.5

200–220/50/3
208–230/60/3

380/50/3
460/60/3
575/60/3

46.5 33.5 42.5 450 9

200–220/50/3
208–230/60/3

380/50/3
460/60/3
575/60/3

*Contact your Mueller® representative for electrical characteristics available for each model.
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